


TECHNICAL
SPECIF ICAT ION

ALUMINIUM FR AME PROFILE

•   A n o d i z e d  f i n i s h
•   Pa i n t e d  f i n i s h
•   D e c o r a t i ve  f i n i s h 

EX TERIOR /  INTERIOR 
WALL  F INISH

•  Fa b r i c
•  L a m i n a t e
•  Wo o d  ve n e e r
•  Pa i n t e d  b o a r d

VENTI L AT ION FAN

•  18 0  m3/ h

L IGHT ING

•   D i m m a b l e  L E D  d ow n l i g h t s

POWER OUTLET

•   2  x  S c h u ko
•   2  x  U S B - A



DETERMINATION OF AIRBORNE SOUND 
INSUL AT ION ACCORDING TO ISO 10140 -
2 :2010 IN L ABORATORY CONDIT IONS 
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Te s t  p e r f o r m e d  by  t h e  F I N A S -   
a c c r e d i t e d  ( T 293)  A c o u s t i c 
L a b o r a t o r y  a t  t h e  Tu r k u  U n i ve r s i t y 
o f  A p p l i e d  S c i e n c e s . 

S o u n d  r e d u c t i o n  i n d ex  R  w a s 
m e a s u r e d  w i t h i n  10 0 - 50 0 0  H z  
a c c o r d i n g  t o  I S O  1014 0 -2: 2010. 

We i g h t e d  s o u n d  r e d u c t i o n  i n d ex 
w a s  d e t e r m i n e d  a c c o r d i n g  t o  I S O 
717-1: 2013.



Inqu i r ies :
in fo@ va l l i lamar ine.com

Val l i la  Mar ine O y
Ni l s iänka tu  15
0 0510 Hels ink i ,  F in land


